
Silo-elevator
The device is required in order to make the machine work fully automatically 
since the Feeder’s bowl cannot act as reservoir because an excessive 
number of parts would affect negatively its efficiency.
Each Silo is available with loading tanks of various capacities and a conveyor 
belt which acts as elevator and carries the parts into the Feeder in the right 
quantity after feeder’s request.
Three type of conveyor are available with different length. They are chosen 
according to the type of feeder that the silo has to serve.
All parameters related to the silos’ and feeders’ functioning are available at 
the “Touch screen”. The standard capacity of the tank is 400 lt. and 600 lt.
Special releases up to 3700 lt capacity are available.

Caps Feeder (Sorter)
The Cap Feeder provides to orientate the components in a position suitable 
for the subsequent lining or assembling process. We are capable of 
supplying a wide range of sorters designed according to the dimension and 
shape and speed of the parts which have to be fed to the machine.

Wads feeder
• Bulk feeder
The Bulk Wad Feeder single stack, is made to feed double face wads 
(Those that can be assembled in both ways). The wads are loaded in bulk 
fashion. The Feeder provides to pile them up regardless of the orientation It 
needs change parts for each wad’s size.

• Six Barrel feeder
The Six Barrels Feeder allows to pre-load a great amount of single faced 
precut wads (i.e. induction seasling wad).
It consists in six barrels which shift one another once they get empty. It is 
also very useful in order to reach a fully automatic functioning. It needs a 
change parts for each wad’s size.

Outlet switcher
It is a counting system and a device that changes box when it is full of caps. 
It counts produced caps and boxes.

Boxes Conveyor
It is a 4.0mt long conveyor belt where a number of boxes can get filled 
and shifted away automatically. It is equipped with a shaking device which 
shakes the box being filled at programmed intervals in order to level the 
closures into the box. It is provided with all arrangements and devices 
which allows it to be controlled by the parent machine

Options



Vision System Prearrangement
It consists in a special exit conveyor which keeps the caps orderly spaced. 
Fixing holes for the cameras and discharge chutes are also provided.

Vacuum cleaning system
It is often used with foam liner whose debris have static peculiarities 
it consists with a ionizing unit which blows Ionized air into the closures 
through a variable number of nozzles and an industrial Vacuum Cleaner 
installed at the second Plunger station and / or at the punching station.
Ionizing bars are also installed at liner tape’s entrance for a preventive 
elimination of static energy.

Double roll stand
It is a device which allows to load two liner rolls at time onto two self 
centering clamping heads. The units can be turned 180° once the first roll is 
over so to make the second one ready to be processed.

Hot melt prearrangement
It includes all devices and Software which control the hot-melt unit. It 
comprehends unit stand and gun adjustable bracket. The hot-melt unit it 
self is not included

Hot melt system
It is a complete system which allows to fire a drop of hot glue inside the 
cap just before the assembling station. It is needed in case the liner has to 
be retained into the cap while no retaining effect was provided by the cap 
itself. (In short if the liner is smaller than its seat it might fall out the cap so 
it has to be glued.) the system includes the hot-melt unit which could be 
NORDSON’s (™) or other major manufacturer’s.

Glue firing detection system.
It is a special sensor which can detect the effectiveness of the glue firing. 
It is the only way to be sure that no Caps without glue could fall into the 
good box.
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